TIT 


TRIODE-HEPTODE CONVERTER 


Electrical: 


GENERAL DATA 


Heater, for Unipotential Cathode: 
Voltage... .. ; a 


Current. 


Direct Interelectrode Capaci tances: 7 
Heptode Grid No.1 to Heptode Plate.. 
Heptode Grid No.1 to Triode Plate. ... 
Heptode Grid No.1 to Triode Grid & 


Triode Grid & 


Heptode Grid No.3. . 
Heptode Grid No.3 to 
Triode Plate 


Heptode Grid No.1 to All Other 
Electrodes (RF Input) 


Heptode Plate 


to All Other 


Electrodes (Mixer Output) .. 


Triode Grid & 


Heptode Grid No.3 to All 


Other Electrodes Except Triode 
Plate (Oscillator tnput) 

Triode Plate to All Other Electrodes 
Except Triode Grid & Heptode 


Grid No.3 


O with external sh 


Mechanical: 


{Oscillator Output)... . 


ield connected to cathode. 


Mounting Position 


Maximum Overal! 


Length 


Max imum Seated Length 


Pin 1-—Heater 


Pin 2-—Heptode Plate 


Pin 3—Triode 
Pin 4-Triode 


Heptode 
Grid No.3 
Pin 5 —-Heptode 


Grids 


& No.4 


Maximum Ratings 


HEPTODE PLATE VOLTAGE 


Pin 6- 


Plate Pin 7 


Grid, 


No.2 


CONVERTER 


, Design-Center Values: 


HEPTODE GRIDS-No.2 & No.4 


O Nominal vol tage 


Nominal current 
« indicates a cha 
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(SCREEN) VOLTAGE. . . 


= 7.0 volts. 
= 0.32 ampere. 
nge. 


TUBE DEPARTMENT 
RADIO CORPORATION OF AMERICA, HARRISON; NEW JERSEY 


Pin 8- 
` Plug -Base Shell 


Heptode 


Grid No.i 


~ Cathode, 
Heptode 


Grid No.5, 


Internal 
Shield 
Heater 


300 max. 


100 max. 


volts 


volts 


DATA 


ay (5 


737 
TRIODE-HEPTODE CONVERTER 


HEPTODE GRIDS-No.2 & No.4 
SUPPLY VOLTAGE... 
HEPTODE GRID-No.1 (CONTROL— 
GRID) VOLTAGE: 
Positive bias value. .......00- 


HEPTODE PLATE DISSIPATION. . ... 
HEPTODE GRIDS-No.2 & No.4 DISSIPATION. 
TRIODE PLATE VOLTAGE. ...... 
TRIODE PLATE-SUPPLY VOLTAGE. ....... 
TRIODE PLATE DISSIPATION. . 2... 2. es 
TOTAL CATHODE CURRENT. ......-. 
->|PEAK HEATER-CATHODE VOLTAGE: 
Heater negative with respect tocathode. . 
Heater positive with respect tocathode. . 90 max. 


-»>|Typical Operation: 


Heptode Plate Voltage. ...... 250 
Heptode Grids-No.2 & No.4 Voltage. . . 100 
Heptode Grid-No.1 Voltage. ... 3 -3 
Triode (Oscillator) Plate Supply Volt. 250t 
Triode Grid & Heptode 
Grid-No.3 Resistor . ate 50000 
Heptode Plate Resistance. ...... 5 1.5 megohms 
Heptode Plate Current. . 1.4 mal 
Heptode Grids—No.2 & No.4 Current. cs 2.8 ma 
Triode Plate Current ......+-+.2- 5 
Triode Grid & Heptode 
Grid-No.3 Current. ...... 
Conversion Conductance... saa 
Conversion Conductance (Approx.) for 
heptode grid-No.1 biasof -20 volte ; 
Total Cathode Current. ..... 


t Applied through a 20000-ohm dropping resistor, properly bypassed. 
NOTE: 


i» Indicates a change. 
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TUBE DEPARTMENT DATA 


RADIO CORPORATION OF AMERICA, HARRISON, NEW JERSEY 


